Lamp Packaging Disclosures

Specifications

* All required disclosures must be clear and conspicuous.

* The words "light output” must appear first in order, followed by the lumens number.
The word "lumens” must be close to eher “light output” or the lumens number.

* The words "energy used” must appear second in order, followed by the wattage
number. The word “watts” must be close to either “energy used” or the wattage
number.

* The word “life” must appear third in order, followed by the life in hours number.
The word "hours” must be close to either "life” or the life in hours number.

* The numbers for light output, energy used, and life must be of equal size and in the

same typestyle.
* The words "light output,” “energy used,” and "life” must be of equal size and in

the same typestyle.

* The words “lumens,” "watts,” “hours,” and "at beam spread” must be of equal
size and in the same typestyle, but only approximately 50 percent of the size of the
words "light output,” "energy used,” and “life.”

IHlustration

Note: This illustrates the elements and relative sizes of the required disclosures.
Principal Display Panel

Light Energy :
Qutput Used Life

at beam spread

985 /5 2,000

Lumens Watts Hours
To save energy costs, find the bulbs meetl:;::i‘:r':lls bulb
with the light output you need, then minimum efficien
choose the one with the lowest watts. standards. o

The explanatory statement next to the encircled “E” on the principal display panel
above could be disclosed (clearly and conspicuously) on another panel, provided
asterisks and the words ""See [Back, Top, Side] panel for details” are used.

Incandescent Reflector Lamp lllustration




